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Assembly Instructions Dalhem Ribba Ceiling

Basic Information

Dalhem Ribba Ceiling system is based on the following components:

* RB10 Aluminium carrier, black anodised and supplied in 3 metre lengths.

* CF4 Clips, made from stainless spring steel. Installed on the back of each profile with 1 screw/clip.

* Ribs, veneered or foil wrapped profiles, standard length 2400 mm, standard width 38 mm. Heights Vary.

Tools needed for installation:

* cross-cut saw with extraction.
* screwdriver

* spirit-level

* cross laser level (if needed)
* tape measure

(g

Weights/m? incl. clips & carrier, standard installation c/c 50 mm

Ribba 22 21,7 kg

Ribba 25 24,6 kg

Ribba 28 27,4 kg °
Ribba 30 29.4 kg '
Ribba 38 37,0 kg

Ribba 44 42,8 kg

Handling:

Important ! After delivery the ribs should remain in their packaging for approx 2 days to acclimatise to room
temperature before installation begins. Assembly should take place at normal room temperature and humidity no
greater than 65%. Ribs should be handled with caution. See illustration below for proper handling.
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Assembly Instructions Dalhem Ribba Ceiling

Step by step
1. First make sure you read the notes on page 1, titled "Basic Information".

Before starting installation check :-
Mounting structure has been designed to accommodate Dalhem Ribba.

Ribs have been indoors for at least 2 days.
Pallet contents match delivery/packing note and ordered quantity.

You have suitable tools & equipment.

2. Basic calculation of material usage. Depending on the installed Rib centres (c/c) material usage varies as

follows (listed as linear metres/m?

clc Ribba/m? Carrier/m? Clips/m?
50 mm 20 Im 2,11m 42 pcs
60 mm 16,6 Im 2,11m 35 pcs
70 mm 14,3 Im 2,11m 30 pcs

3. Installation of carrier grid (RB10)
The carrier must be fixed to a pre-prepared mounting structure ( T-bars, wood/steel grid or plasterboard etc) .

Ribs with a standard length of 2400mm need to have 5 mounting points and thus 5 runs of carrier profile are
required. This can be reduced for shorter ribs but the distance between carrier's must not exceed 600 mm and
be no more than 100mm from the end of each rib.

Refer to diagram below for guidance.

Checklist :-
Max distance between carrier - 600mm
Max distance from end of Rib to carrier - 100mm
The carrier "teeth" are aligned across each run.
The carrier is parallel
CARRIER (RBIOY
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Assembly Instructions Dalhem Ribba Ceiling

4. Clips installed on Ribs

Clip mounted on the back of the rib with a screw. We recommened following type.
Spax TKX 3.5 x 12mm for Ribba 22

Spax TKX 3.5 x 16 mm for Ribba 25, 28 & 30

Spax TKX 4.0 x 25 mm for Ribba 38 & 44

Clips mounted centrally on the rear of the profile.

Installation Tips

Experiment with screwdriver torque setting to avoid overtightening.

B N UNNNY

Clips Weop=o B Ribs
~uwe o= o= O %

A

Place several Ribs next to each other, mark centre line of clips and fix in position !
5. Assembly of Ribs (c/w clips) onto carrier.

Fit one Rib at a time ensuring it is fully supported until all clips are snapped into the carrier. Position one side of
the clip into the carrier then push the Rib to "snap" in position ( clip locks over 3 teeth)

MW
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Questions?

Please contact us at
www.ah-produkter.se
e-m@il: info@ah-produkter.se
tel: +46 532 122 60
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